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A visual inspection of this product for damage during shipping is recommended before mounting.
The switch must be installed by an electrician who is licensed and certi�ed in accordance with statutes and rules of the local jurisdiction, and in accordance 
with local codes and the speci�cations provided with the switch.  It is the operator’s responsibility to test the switch at least weekly.  Pollution Control 
Corporation disclaims all liabilities for any damages, losses or liabilities, actual or consequential, caused by improper installation of the switch.

WARNING
Disconnect all electrical power to the machine.   Make sure the machine cannot operate during installation.
Follow all safety warnings of the machine manufacturer.  Wiring must be encased in conduit and in accordance 
with local codes.

INSTALLATION INSTRUCTIONS FOR

Model PCCF8-KS Trapper Kill (Float) Switch

Normally Closed Operation:  Black and Yellow 
Normally Open Operation: Red and Yellow

Specifications:
Operating Temperature:  -40 to 120 Fahrenheit  (-40 
to 49 Celsius) 
Maximum Working Pressure: 30 psi 
Switch Rating: 3A @ 240 Vac max 3A-30 Vdc max
Specific Gravity .75

Material:
Case: Aluminum – Explosion Proof
Mounting Adaptor: Brass
Float: 304 Stainless Steel
Other Wetted Parts: 304 Stainless
O-Ring Seals:  Viton and Buna

Process Connection:  ½ NPT

Hazardous Location Rating:   UL listed for Class I, 
Division I, Groups C & D

Conduit Connection: ½ NPT

Wire: 18 AWG (0.75mm)

Wire hole must face down
toward the ground for proper installation

Internal orange button is open to run
and depressed to kill machine.


