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The stuffing box can now be greased with out removing the lid from the F8 Plus or F8 Max
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Items needed: Remote grease zerk kit, adjustable wrench or 7/8” & 7/16” wrenches.

Step 1 Using a flat head screw driver pry off the cap that covers the hole on the front of the Trapper as shown.  Also 
remove the other side of the cap from inside the Trapper.

Step 2. Remove the nut and washer from the bulkhead fitting and insert the fitting into the hole from the front.

INSTALLATION INSTRUCTIONS FOR THE REMOTE
GREASE ZERK ASSEMBLY IN THE TRAPPER F8 Plus & F8 Max

*BE SURE WELL IS DEPRESSURIZED BEFORE DISCONNECTING QUICK CONNECTS.
For ease of installation make connections to stuffing box BEFORE installing Trapper.
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WARNING: The grease hose assembly has a maximum pressure rating of 3500 psi. Exceeding this pressure rating 
could result in serious personal injury or death, and could cause extensive property damage. 
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Step 3          Install washer and nut on the back of the bulkhead fitting and tighten.

Step 4	       Thread the swivel end of the hose into the bulkhead fitting and tighten.
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Step 5 Remove existing grease zerk from the stuffing box and thread the 1/8” NPT Hex Nipple.  Thread the 1/8” NPT 
Hex Nipple to the 1/8” MPT male coupler and tighten all parts. Connect 1/8” FPT female coupler from hose end to the 
1/8” MPT male coupler. Make sure all connections are tight.

Important: on Big Stuff 
Double Pack stuffing boxes 
do this step BEFORE 
installing the Trapper.

Step 5A  Remove the 
existing 1/4” plug and 
install the 1/8” FPT tp 1/4” 
MPT 90 Degree Adapter. 
Thread the 1/8” NPT Hex 
Nipple to the 1/8” FPT 
to 1/4” MPT 90 Degree 
Adapter and the 1/8” MPT 
male coupler and tighten 
all parts. Connect 1/8” FPT 
female coupler from the 
hose end to the 1/8” MPT 
male coupler. Make sure all 
connections are tight.


